
overview: examples of complete constructions
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sphere 1000/400 sphere 1000/600 oval sphere 1000/600 pyramid 600/600

sphere 800/350

The displayed examples only show a few combinations. There is a lot more for you to explore. Your fantasy is the only limit!
hexahedron 600/400



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 1080cm / 930cm
hight external / internal: 625cm / 548cm

required elements:
5 x element 6/2
6 x element 5

10 x element 6

30x diskset
15x bottom belts
12x connecting pipe
10x supply pipe

1x airpressure switch
1x sidechannel blower 3,6 m3 / min

1500W - 1750W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

cell 213 sphere 1000 / 600

volume / weight

266 kg
1,01 m3

manpower:

min: 1 Pers.
optimal: 3 Pers.

3Pers.-Team 3:00 h
+50 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 1080cm / 930cm
hight external / internal: 443cm / 366cm

required elements:
5 x element 6/2
6 x element 5
5 x element 6

20x diskset
15x bottom belts

7x connecting pipe
10x supply pipe

1x airpressure switch
1x sidechannel blower 3,6 m3 / min

1500W - 1750W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 3 Pers.

3Pers.-Team 2:30 h
+35 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:

volume / weight

198kg

0,70 m3

cell 213 sphere 1000 / 400
©



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 815cm / 697cm
hight external / internal: 395cm / 309cm

required elements:
6 x element 6/2
3 x element 4
3 x element double4
1 x element 6

12x diskset
12x bottom belts

8x connecting pipe
6x supply pipe
1x airpressure switch
1x sidechannel blower 3,6 m3 / min

1500W - 1750W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 3:00 h
+30 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:

©
cell 213 sphere 800 / 350

145,4kg

0,50 m3



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 707cm / 567cm
hight external / internal: 338cm / 264cm

required elements:
10 x element 3

6 x element 5

10x diskset
10x bottom belts

7x connecting pipe
10x supply pipe

1x airpressure switch
1x sidechannel blower 2,4 m3 / min

750W - 850W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 2:30 h
+35 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:

cell 213 sphere 700 / 350

118kg

0,32 m3

©



cell 213 octahedron
©

140kg

0,52 m3

Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

Equator external / internal : 676cm/ 508cm bottom-area inside:: 405cm x 405cm

hight external / internal : 488cm / 429cm
required elements:

4 x element 6/2
5 x element 4
4x element 6

16x diskset
8x bottom belts

14x connecting pipe
8x supply pipe
1x airpressure switch
1x sidechannel blower 2,4 m3 / min

750W - 850W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 3:00 h
+40 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:



cell 213 sphere600/350
©

121kg

0,44 m3

Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 666cm / 497cm
hight external / internal: 394cm / 303cm
required elements:

3 x element 6/2
3 x element 4
4x element 6

12x diskset
9x bottom belts
5x connecting pipe
6x supply pipe
1x airpressure switch
1x sidechannel blower 2,4 m3 / min

750W - 850W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 2:30 h
+35 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 445cm / 329cm
hight external / internal: 412cm / 365cm

required elements:
4 x element 3
13 x element 4

12x diskset
8x bottom belts

10x connecting pipe
8x supply pipe
1x airpressure switch
1x sidechannel blower 2,4 m3 / min

750W - 850W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 2:30 h
+35 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:

cell 213 sphere 500 / 350
©

112,kg

0,36 m3



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 445cm / 329cm
hight external / internal: 412cm / 365cm

required elements:
4 x element 3
9 x element 4

9x diskset
6x bottom belts
8x connecting pipe
6x supply pipe
1x airpressure switch
1x sidechannel blower 2,4 m3 / min

750W - 850W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

manpower:

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 2:00 h
+25 min inflation

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:

cell 213 sphere 400 / 400

90,65kg
0,27 m3

©



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 703cm / 584cm
hight external / internal: 546cm / 487cm

required elements:
8 x element 3

12x element 4
4x element 6

20x diskset
12x bottom belts
14x connecting pipe
12x supply pipe

1x airpressure switch
1x sidechannel blower 3,6 m3 / min

1500W - 1750W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

cell 213 pyramide 600 / 500

Weight Volume

180 kg
0,64 m3

min: 1 Pers.
optimal: 2 Pers.

2Pers.-Team 3:00 h
+35 min inflation

Ladder
Skrewdriver
14mm- key
Hammer

©

manpower:

set up time:

required tools:



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 1035cm x 732cm / 948cm x 627cm

hight external / internal: 689cm / 631cm
required elements:
12 x element 3
20 x element 4

6 x element 5

22x diskset
10x bottom belts
23x connecting pipe
10x supply pipe

1x airpressure switch

1x sidechannel blower 3,6 m3 / min
1500W - 1750W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

cell 213 oval sphere 1000/7007600

Weight Volume

231 kg
0,78 m3

min: 1 Pers.
optimal: 3 Pers.

3Pers.-Team 3:00 h
+50 min inflation

Ladder
Skrewdriver
14mm- key
Hammer

©

required tools:

manpower:

set up time:



Material: TPU, B1 DIN 4102, ÖN-3800, flame retardent, temp. range -30°c to +45°c
standard: transparent, translucent, refelective dotpattern sunprotective imprint
any colour and grade of transparency available on request

Branding: any imprint available on request even any quantity

diameter external / internal: 703cm / 575cm

hight external / internal: 458cm / 394cm
required elements:

2 x element 4
15 x element double4

12x diskset
8x bottom belts

10x connecting pipe
8x supply pipe
1x airpressure switch
1x sidechannel blower 2,4 m3 / min

750W - 850W optional 110v, 230v, 380v

optional: rain-cover
optional: floorpanel
optional: ground anchors

cell 213 hexahedron 600/400

Weight Volume

209 kg
0,72 m3

min: 1 Pers.
optimal: 3 Pers.

3Pers.-Team 2:15h
+35 min inflation

©

manpower:

ladder
Skrewdriver
14mm- key
Hammer

set up time:

required tools:


